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DECLARATION OF PERFORMANCE 
 

N°  620612 (DM20), 620626 (DM40), 620610 (DM60)

 
 

– EN13963 : 1B Dalapro DM20, DM40, DM60,

1. Type, batch or serial number or any other element allowing identification of the 
construction product as required pursuant to Article 11(4) 

 

Dalapro DM20, DM40, DM60 
 

Traceability: see production date on stack label and/or on the product 

2. Intended use or uses of the construction product, in accordance with the applicable 
harmonised technical specification, as foreseen by the manufacturer 

Jointing material for gypsum plasterboards 

3. Name, registered trade name or registered trade mark and contact address of the 
manufacturer as required pursuant to Article 11(5) 

Saint-Gobain Sweden AB - Scanspac 

Kemivägen 7 

70597 Glanshammar 

  Sweden

4. Where applicable, name and contact address of the authorised representative whose 
mandate covers the tasks specified in Article 12(2) 

N/A 

5. System or systems of assessment and verification of constancy of performance of the 
construction product as set out in Annex V 

System 3 for reaction to fire 
System 4 for all properties 

6. In case of the declaration of performance concerning a construction product covered by a 

harmonised standard 

Materialprüfanstalt für das Bauwesen MPA Hannover 
- Identification number: 0764 
 
Performed the initial type testing regarding reaction to fire and issued the following classification 

report:   No. 132142 
 
Regarding the other characteristics the initial type testing was performed by the manufacturer. 
A factory production control system in compliance with EN ISO 9001:2008 adapted  to EN 13963 is 
established to ensure that the construction products conform with the declared performance 
characteristics. 

7. In case of the declaration of performance concerning a construction product for which a 

European Technical Assessment has been issued 

N/A 
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8. Declared performances 

Essential Characteristics Performances 
Harmonised technical 

specification 

Reaction to fire  A1 
EN 13963-1 :2014 

Section 4.1 

Flexural strength  NPD 
EN 13963-1 :2014 

Section 4.2 

Dangerous substances   NPD 
EN 13963-1 :2014 

 

 

9. The performance of the product identified in point 1 above is in conformity with the 

declared performances in point 9. 

 

This declaration of performance is issued under the sole responsibility of the manufacturer identified in 
point 4. 
 
Signed for and on behalf of the manufacturer by:       
             

         
   

Berth Westman, R&D Department  

Saint-Gobain Sweden AB - Scanspac 

  Signature 


